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Product Features
Å  Very low jitter with non-PLL clock circuit

Å  3.3V CMOS compatible logic levels

Å  Pin-compatible with standard 3.2x2.5mm packages

Å  Designed for standard reflow and washing
   techniques

Å  Low power standby mode

Å  Pb-free and RoHS/Green compliant

Product Description
The S1643 Series is a 3.3V crystal clock oscillator that 
achieves superb stability and low power consumption 
over a broad range of operating conditions and 
frequencies.  The low jitter output clock signal, 
generated internally with a non-PLL oscillator design, 
is compatible with LVCMOS logic levels.  The 
device, available on tape and reel, is contained in a 
3.2x2.5mm surface-mount ceramic package.

Applications
The S1643 Series is an ideal reference clock  for 
compact, high-density  applications requiring low 
power or tight stability, including:

Å  Network adapter cards

Å  Portable Multimedia Devices

Å  Hard Disk Drives

Å  GPS/Navigation

Å  Bluetooth

Å  802.11a/b/g WiFi

Common Frequencies
Contact SaRonix for additional frequencies

1.8432 MHz
3.072 MHz
3.6864 MHz
10.0000 MHz
12.0000 MHz
12.2880 MHz
13.0000 MHz
13.5000 MHz

14.7456 MHz
18.4320 MHz
20.0000 MHz
24.0000 MHz
24.5760 MHz
25.0000 MHz
26.0000 MHz
27.0000 MHz

37.5000 MHz
40.0000 MHz 
48.0000 MHz
50.0000 MHz
75.0000 MHz
106.2500 MHz

Ordering Information

Packaging Outline

Actual Size = 3.2 x 2.5mm 

Pin Functions
Pin Function

1 OE Function
2 Ground
3 Clock Output
4 VDD

* Availability varies by frequency. 










